Construction

Q) yokota

RRI-8460

e  Suitable for heavy industrial use

e large selection of blades available to order
e  Safety lever start

e  Capacity steel: 45-530mm

e Low vibration - 1.7m/s2 vibration level

e 6and 12" pipe clamps available
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‘ Capacity steel @ mm 45 - 530
Strokes p/min 300
' Stroke mm 65 |
Power kW 1.1
] RS s TR
= mm Weight kg 8.0
% Inlet thread BSP 3/4” |
E RRI-8460 460 537 240 Hose diameter mm 19
= \ Vibration m/s? 1.7 \
= Noise level dB(A) 82

Product Code Time to reach ELV Time to reach EAV

C
ELV - Daily Exposure Limit Value
EAV - Daily Exposure Action Value
A

(hours:minutes) (hours:minutes)
B RRI-8460 24.00 1718
m Description Part number Size Tpi
g Pipe clamp 8460-200-00 6"
o 8460-201-01 12"
w)| HSS-sawblades 722-10 200x25x 1.5 16 teeth/inch
S(J 722-6 300x25x 1.5 16 teeth/inch
722-7 400x25x 1.5 16 teeth/inch
722-72 500 x 28 x 2.0 14 teeth/inch
722-31 300x25x 1.5 12 teeth/inch
722-30 530 x28x 1.5 12 teeth/inch
722-9 200x25x 1.5 8 teeth/inch
722-29 400x 25 x 1.5 8 teeth/inch
HSS-sawblade 722CT-06 300x25x2.0 16 teeth/inch
Carbide coated
USE FOR:
CONCRETE, GLASS, HARD-
ENED STEEL
AND MORE

REPAIR & SERVICE DEPARTMENT

From the Yokota UK service centre at our Sheffield head office we are able to offer you full service, repair & preventative maintenance.

3 FREE no obligation quotations
3 month comprehensive warranty on all work carried out
Fully traceable repair history through our quality management systems
Only OEM spare parts used
Complete maintenance advice service

www.yokota.co.uk Order Line: 01909 552471



