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•	 Sub 12kg Class heavy duty hammer
•	 22 x 82mm Hex Shank
•	 Up to 2,000 Blows per minute
•	 Suitable for both trenching 

& pavement reinstatement
•	 Latch chisel retainer allowing the use of 

wide cutting chisels
•	 Ergonomic, compact & balanced tool for 

greater manoeuvrability
•	 Integrated noise muffler for greater 

operator comfort
•	 Built in automatic lubrication system

Type TCD-20

Brand TOKU

Shank size mm Hex 22 x 82

Bore diameter mm 43

Stroke mm 60

Blows p/min 2,000

J/Blow 42.4

Air cons. l/s 18.0

Weight kg 11.4

Inlet thread PT 1/2”

Hose diameter mm 13

Vibration m/s² 16.0

Noise level dB(A) 106

TCD-20

ELV - Daily Exposure Limit Value
EAV - Daily Exposure Action Value

Product Code Time to reach ELV
(hours:minutes)

Time to reach EAV
(hours:minutes)

TCD-20 0.47 0.12
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A N T I    

DEPT.

RE

PAIR & SERVICE

From the Yokota UK service centre at our Sheffield head office we are able to offer you full service, repair & preventative maintenance.
•	 FREE no obligation quotations
•	 3 month comprehensive warranty on all work carried out
•	 Fully traceable repair history through our quality management systems
•	 Only OEM spare parts used
•	 Complete maintenance advice service

Heavy Duty Hammers - sub 12 kg
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TCD-20 520 100

Anti-Freeze
Toku Heavy duty 
hammers & pavement 
breakers are fitted with 
a muffler manufactured 
from Polyolefin foam 
which prevents 
the main cylinder 
contracting under cold 
& damp conditions, fully 
eliminating any risk of 
the piston jamming.  

Auto Lubrication
All  hammers feature 
an in-built automatic 
oiling system to ensure 
correct lubrication 
at all times. Vastly 
increasing service life 
and reliability, whilst 
reducing wear & repair 
costs.
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