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AL & ALDU-Series (modular)

LUBRICATORS

AL-SERIES LUBRICATORS 
Type Connection Flow Nl/

min
Lubricates
from
Nl/min

Level glass Bowl Bowl 
protection 
with bajonet 
connection 

Mounting 
brackets

AL20-F02-A 1/4" 2.400 15 AL20P-080AS Polycarbonate s AF22P-050AS

AL30-F03-A 3/8" 4.500 30 AL20P-080AS Polycarbonate s AF32P-050AS

AL40-F03-A 3/8" 6.000 40 AL20P-080AS Polycarbonate s AF42P-050AS

AL40-F04-A 1/2" 5.800 40 AL20P-080AS Polycarbonate s AF42P-050AS

AL40-F06-A 3/4" 6.000 40 AL20P-080AS Polycarbonate s AF42P-070AS

AL50-F06-A 3/4" 7.500 190 AL20P-080AS Polycarbonate s AF52P-050AS

AL50-F10-A 1" 7.500 190 AL20P-080AS Polycarbonate s AF52P-050AS

AL60-F10-A 1" 10.500 220 AL20P-080AS Polycarbonate s AF52P-050AS

AL800-12 1¼" 13.000 460 12316 Polycarbonate s -

AL800-14 1½" 13.000 650 12316 Polycarbonate s -

AL900-20 2" 20.000 1.800 12316 Polycarbonate s -

1) o = option s = standard 
Max. testing pressure 1,5 MPa / Max. working pressure: 1,0 MPa / Temperature range: -5 to 60 degrees / Recommended oil norm: 
ISO VG32

SMC lubricators (AL-Series) are used for precise lubrication of 
the air tools and air chain hoists. From building height 30 the  
oil supply can be added under pressure through simple and 
precise tuning. Lubrication takes place even with low levels of  
air flow. For the optimal functioning of the lubricator the length 
of the hose between the lubricator and the tool should not exceed 
8 meters. Longer hoses or the use of a hose reel will impede the 
functioning of the lubricator.

Auto-feed lubrication ensures both frequency of lubrication 
as well as volume thus saving your expenditure on oil. Other 
benefits are; less maintenance to your air tool or air chain hoist, 
increased safety in the working environment and less pollution.

The ALDU-series of SMC is a centralized lubricator with an  
oil mist range of up to 200 meters. Using the ALDU series,  
only one lubricator can service multiple air chain hoists or tools. 
This means; less maintenance and it reduces errors and oil-
consumption by 80 to 90%. The use of hose-reels and FESTOON 
systems is possible when by using the ALDU series. 

ALDU-SERIES
Type Brand Connection Max.

Nl/min
Filter
micron

Working 
pressure MPa

Bowl capacity 
cm³

EALDU600-10 SMC 1" 6.000 5 0,15 - 1,0 2.000
EALDU900-20 SMC 2" 15.000 5 0,15 - 1,0 5.000

Max. testing pressure 1,5 MPa / Max. working pressure: 1,0 MPa / Temperature range: -5 to 60 degrees

EALDU900E

AL-A

ALF & ALT-Series (modular & mobile units)

LUBRICATORS

ALF-SERIES AUTO FEED LUBE
Type Connection Max. working 

pressure MPa
Lubricates 
from
(Nl/min (ANR))

Bowl 
capacity
cm3

Bowl Weight
kg

ALF400-F04 1/2" 0,7 100 - Polycarbonate 0,85

ALF900-F20 2" 0,7 1.800 - Polycarbonate 1,9

ALT-SERIES AUTO FEED TANK
Type Connection Max. working 

pressure MPa
Lubricates 
from Nl/min 

Tankl
cm3

Bowl Weight
kg

ALT-5 Air 1/4" / Oil 3/8" 1,0 - 5.000 Metal 12,6

ALT-5-IS-1* Air 1/4" / Oil 3/8" 1,0 - 5.000 Metal 13,2

ALT-9 Air 1/4" / Oil 3/8" 1,0 - 9.000 Metal 26,0

ALT-9-IS-1* Air 1/4" / Oil 3/8" 1,0 - 9.000 Metal 26,6

*With level switch
Temperature range: -5 to 60 degrees / Recommended oil norm: ISO VG32

ALF

ALT

Do you have a lubricator in an area that is difficult to reach;  
for example high at the top hook of an air chain hoist? In such 
cases we advise the use of the SMC ALF/ALT-Series. The  
ALF-lubricator is automatically refilled from the ALT-Oil tank.

Type Connection Max. working 
pressure MPa

Nl/min Working 
pressure MPa

Filter
(micron)

KIT-AC40F04E 1/2" 1 2.200 0,05 - 0,85 5

KIT-AC50F06E 3/4" 1 3.000 0,05 - 0,85 5

KIT-AC50F10E 1" 1 3.500 0,05 - 0,85 5

KIT-100-KIT 3/8" 1 1.400 0,05 - 0,85 5

KIT-AC

When working on location it is possible to use one of our  
mobile solutions to extend the lifetime of your equipment.  
With this unit the air is filtered, lubricated and the air  
pressure is regulated. Water and dirt cannot enter the air  
motor and the capacity of your air tool or hoist is maintained. 

FOR OPTIMAL ADJUSTMENT YOU NEED TO TAKE INTO CONSIDERATION
•	 The dynamic air pressure (with an operating tool) of 0,63MPa
•	� Maximum hose length of 8 meters after the oil lubricator
•	 The kits are provided with claw couplings and a stainless steel frame 

NOTE  
Also refer to the SMC-AC-series filters and 
-regulators for the correct compressed 
air conditioning. The correct choice of 
SMC combinations should be based on air 
consumption of your tools or hoists. See 
technical specifications: Nl/min (normal litres  
per minute). Take into consideration the parallel 
use of multiple tools or hoists.

Mobile air treatment units




