INDUSTRIAL AIR TOOLS RED ROOSTER INDUSTRIAL AIRTOOLS YOKOTA

MULTI-CUTTER BARREL & SUMP PUMPS

TYPE RR-476 CAN BE USED AS:

e  Saw (with sawblade)
e For cutting
e Urethane-bonded windows (with various blades)
e Asa sander (with triangle sanding pad)
Sawing Movements Air Weight Inlet Hose Vibration
capacity p/min cons. kg thread diameter m/s?
mm |/stroke mm
RR-476 RR 1 0- 22.000 6,5 11 PT 1/4" 6,5 2,6 90
ACCESSORIES Order ber Type Dimension
@D 475KR16-1 639-03-133-014 16 mm
% {*:. . 475KR16/35 639-03-143-013 16/35 mm )
475VZ14- P 275N10 %%%i% 475KR18/39 639-03-170-014 18/39 mm ~ P
475VZ35-4 A75M251 475KR32/42 639-03-195-010 32/46 mm -
475KR39 639-03-152-018 39 mm
@::] ({:ﬁ @ 475KR42/60 639-03-182-015 42/60 mm
475116~ 475M17 475M12 / 475X19- 475KR16-1- 475K45 639-03-072-017 45 mm
4751110 475M18-1/ 475X25 475U10-  475KR60/76 | 475KR60/76 639-03-169-012 60/72 mm Description ] . ir Air return
475M25 475U95 , .
capacity capacity . hose
WINDOW CUTTER 475U10 639-03-083-010 10 mm @ mm
Order number Type Dimension 475U16-2 639-03-108-014 16 mm YPP-1* | YOKOTA | Barrel pump 65 I/min 40 75 8,8 10 19 -
475116 639-03-122-011 16 mm 23281: : 232’82’??;’85 1: mm YP-18 YOKOTA | Bronze sump pump 55 t/h 25 33 19 19 65 25
- -03-127- mm
475LR16 639-03-099-010 16 mm 275019 639-03-116:013 195 mm YP-35 YOKOTA | Bronze sump pump 80 t/h 41 73 32 25 65 38
475123 639-03-173-010 23 mm ¢
475125 639-03-124-013 25 mm i;:ﬁ;i 2?2-82—;172-%1% ;i mm *YPP-1: Connection thread PT 1 1/2" / Inlet thread PT 1/4" / Outlet thread PT 3/4"
475127 639-03-174-018 27 mm js 639'03_163'011 s mm
475145 639-03-168-018 45 mm jy 639’03_114’014 - mm
475LR54 639-03-160-015 54 mm B mm DIMENSIONS
475U32-1 639-03-147-012 32 mm
475LR58 639-03-097-018 58 mm 475U32-2 639-03-191-011 32 Teflon packing for the YPP-1 ~ Order number T
475155 639-03-123-015 55/32 mm jiee 005,075,012 . mm _ _ T
475180 639-03-171-013 80/70 mm j 639*03-110-010 o mm Piston pacvkmg 7003-1009-11-11 YPP-1 606 68 -
475185 639-03-081-013 85/60 mm . 639-03-156-017 o mm Case pgck|ng 7003-1014-11-11 YP-18 525 189 250 =
475851 639-03-125-017 86/70 mm 475U45- 639-03-1 54-010 2 mm Fa-packmg 48x54x1,5 8010-3015-11-11 YP-35 550 270 320
475L110 639-03-194-016 110 mm mm Orring P-35 9010-1026-11-11 A
475U52 639-03-153-012 52 mm A
475VZ14 639-03-120-019 14 mm 232528 , 22:’8?"1817"?12 28 mm
475VZ35 639-03-103-017 35 mm 475U60'3 639'03'157‘011 o0 mm
475VZ35-1 639-03-104-015 35 mm 475U70_ 639'03_155_014 o mm
475V735-2 639-03-109-018 35 mm pig co6.0m 111010 o mm 1
475VZ35-3 639-03-164-019 35 mm el mm — H
475VZ35-4 639-03-172-016 35 mm — B
Order Type Dimension
number PERFORMANCE CURVE
475M12 639-03-129-050 12mm Sawblade 475101 635-02-102-016 @ 63 mm- Staal T mm Type YPP-1 has been developed for pumping liquids from drums. The pump fits on standard oil-drums with a normal 12" pipe thread opening. The models
475M1 -03-113-01 1 3 x i ive ligui i i
472'\/”573 22: 82 14?1 (;1:3 13 mm Sawblade 47580 635.02-103-010 80 mm- HSS YP-18 and YP-35 are made of bronze and are suitable to pump agressive liquids and acids. For a full overview please contact us.
e 639’03'146'018 - mm Sanding paper |475380 | 637-17-083-043 Korrel 80
475M25' 639'03'105‘019 ’ mm Sanding paper |4753150 |637-17-087-042 Korrel 150
jv 639'03'131'017 e mm Sanding paper | 4753240 |637-17-090-046 Korrel 240
. et mm Pad a76TP |- 3-hoekig
475N10 639-03-132-010 -
Type A mm B mm | A |
T 1
475X19 639-03-208-010 19 mm RR-476 195 79
475X24 639-03-153-012 24 mm B
475X25 639-03-207-012 25,4 mm
475G26 639-03-121-018 56/26 mm
475G35 639-03-073-011 56/35 mm
475G40 639-03-176-015 74/40 mm
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