YOKOTA - IMPULSE WRENCHES

YLT-SERIES: SHUT-OFF

!
7N
PNEUMATIC
IMPULSE
WRENCHES

YLTX50E YLTX70E
YLTX60E YLTX8OE

YLTX140E
YLTX150

YLTX110E
YLTX120E

YLTX50A
YLTX60A
YLTX70A

0,5-0,6 MPa series

RPM Load
aircons.

Ils

No-load
aircons.
Ils

Inlet-
thread

Bolt
capacity
mm

Weight
kg

Square/
hex drive

Torque
Nm*
0,5-0,6 MPA

Type

PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"

1/4" Hex
1/4" Hex
1/4" Hex
3/8" Sq.
3/8" Sq.
3/8" Sq.
3/8" Sq.
112" Sq.
112" Sq.
112" Sq.
3/4" Sq.

YLTX50A
YLTX60A
YLTX70A
YLTX50E
YLTX60E
YLTX70E
YLTX80E
YLTX110E
YLTX120E
YLTX140E
YLTX150

0,4-0,5 MPa series

Load
aircons.
Ils

No-load
aircons.
Ils

Inlet-
thread

Bolt
capacity
mm

RPM Weight

kg

Square/
hex drive

Torque
Nm*
0,4-0,5 MPA

Type

PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"
PT 1/4"

YLT60AL 1/4" Hex
YLT70AL
YLT60EL
YLT70EL
YLT8OEL
YLT110EL
YLT120EL

YLT140EL

1/4" Hex
3/8" Sq.
3/8" Sq.
3/8" Sq.
112" Sq.
112" Sq.
1/2" Sq.

Maximum accuracy: extremely accurate and fast

Maximum ergonomics: ergo touch / ergo grip / ergo trigger / low noise /
low vibration

Minimal environmental impact: reduction of CO2 emission

Double chamber air motor: compact high efficiency

Oil-free: can be used with non lubricated air

Rubber protection covers for all YLT-series impulse wrenches are included in the box.
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FEATURES

diameter

DIMENSIONS

Noise
level
dB(A)

Vibration
m/s?

Dimensions
A B
mm mm

Hose
diameter
mm

Noise
level
dB(A)

Vibration
m/s?

Dimensions
A ]
mm mm

Hose

mm

All YLT models

are available as

J-version: signal hose

for detecting shut-off,

to connect to counting
systems (PLC), line control etc.






